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AUTOSAMPLER: 

§ Takes samples from a source 

§ Into sampling vials 

§ Vials with or without filled solute or reaction / fixation medium 

 

§ Time controlled or 

§ Signal controlled from sample source (reactor or pipe)  or 

§ Signal controlled from sample sink (analytical instrument) 

Some other devices : 

§ MARATHON BASIC and  

 MIDAS (Spark) 

 

§ Equilibrium 7000 (Tekmar)  

 

§ CTC A200S (Leap ) 
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Autosampler in combination with  

bioPROBE MK1 sampling system 

 

CoolSam MK1  (bbi-biotech/cetoni)  

 

§ Cooles at ɀ10°C 

§ 12  Falcons or 

§ 24 cryotubes 

§ 12 Falcons with/

without septum 

septum 

§ Fully automated 

and controlled by  

 bioPROBE MK1 

 

Options 

§ Separate cleaning of needle 

§ Mixing function 

 

Autosampler in combination with  

bioPROBE MK1 sampling system 

 

OrbitSam MK1 (bbi-biotech/MLE)  

 

§ Storage system for 

multiple samples  

§ 55 vials or 

§ 83 vials 

§ All vial types with/

without septum  

§ Fully automated 

and controlled by  

 bioPROBE MK1 

 

Options: 

§ Separate cleaning of needle 

§ Mixing function 

§ Cooling (projected) 


