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FLOW CYTOMETER: Parameters:
+  Counting and examining populations of microscopic particles + Shape ( forward scattering, sideward scattering)

+ Particles are suspended, labeled (colorized)

Flow Cytometer in combination with
bioPROBE MKa sampling system

Frequently used features

» Cell number/ concentration/ density

. Dimension, ovality of cells and particles
» Colour, if cells express or pigments

. Adhesion behavior, clusters

. Cell surface displayed proteins

+ Analysis of apoptosis

» Analysis of inclusion bodies

Possibilities today

» Optimization of media composition

+ Optimized feeding

. Determination of product concentration

+ Labeled? unlabeled

bioPROBE MKa sampling system

in combination withCyFlow® SL (Partec)

For the first time Cytometer analytical values can be
used for 24h/7d control of bioprocesses.

. bioPROBE MK1 as master synchronizes commu-
nication via handshake

. Variable volume can be defined according to
specific analytical demands

. CyFlow SL is a portablec®lour flowcytometry
system with forward and side scattering capabili-
ties and 3 colours (fluorescence channel+EIB)

Some other devices:
¢ CyFlow® CCA (Partec)

¢ LSR FortesS&BD)

¢ C6 Flow Cytomete® (Accuri)

¢ easyCyte 8HT (Millipore Guava)
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http://www.accuricytometers.com/products/c6_flow_cytometer/
http://www.accuricytometers.com/products/c6_flow_cytometer/




